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The information in this Technical Bulletin represents typical values. Application variables affect product performance therefore this information 
should be used as a guide. The user must satisfy themselves as to the suitability of this product for their requirements. Mirotone assumes no 
liability for use of this information.  
 

 

 

Technical Bulletin 

 

 

Pearlescent Coating System 
Mirotone’s Pearlescent Coating Systems for interior wood gives you a choice of MIROTHANE PU 
(polyurethane) or MIROBILD AC (acid catalysed) technologies. The chart below shows the coating 
process for each of the systems.  

Note:  For coating systems on glass refer to the MIROLOK 3508 Glass Clean & Prime product 
datasheet for coating system details. 
 

  MIROTHANE PU 

Suitable for 

High wear and heavy duty application 
areas, where the highest gloss finish is 

required. 

 MIROBILD AC 

Suitable for 

Medium duty commercial and domestic 
application areas where a rapid dry 

coating system is required. 

     

Step 1 

 Undercoat 
Choice of  

MIROTHANE PU 5600, 5626, 5631 or 
MIROPOL PE  5110, 5111 or 5130 

 Undercoat 
Choice of  

MIROBILD AC 3720, MIROTHANE PU 
5600, MIROPOL PE 5110  

     

Step 2 

 Coloured Basecoat 
Choice of 

MIROTHANE PU 5605 or 5650 Colours 

 Coloured Basecoat 
Choice of 

MIROBILD AC 3770 Colours 

     

Step 3 

 Pearlescent Topcoat 

MIROTHANE PU 5555  

Pearlescent Gloss & Satin  

 Pearlescent Topcoat 

MIROBILD AC 3606 Pearlescent      
Gloss & Satin or  

MIROBILD AC 3690 Pearlescent Gloss 

 
Ensure that you refer to the Product Data Sheet before applying your preferred Mirotone Pearlescent 
Coating System. 
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